
Key Features

Bullet cameras 

2MP Mini IR Bullet Camera

2MP Mini IR Bullet Camera

2MP Mini IR Bullet Camera - Fixed lens 

2MP Mini IR Bullet Camera - Fixed lens  Starlight 

4MP Mini IR Bullet Camera 3.6mm

4MP Mini IR Bullet Camera 6mm

4MP Mini IR Bullet Camera 12mm

2MP StarView 2MP IR Bullet - 4mm Fixed lens, 50 Metre 
IR range 

2MP IR Bullet IP66 -  2.8-12mm     Varifocal lens

4MP IR Bullet IP66 - Motorised 2.8-12mm 
Varifocal lens

2MP Motorised Pan-Tilt  Bullet 2x lens

4MP Motorised Pan-Tilt  Bullet Fixed 4mm lens

4MP Motorised Pan-Tilt  Bullet - Fixed 6mm lens 

2MP Starlight Bullet- 10x Motorised lens

2MP Starlight Bullet - 22x motorised lens

2MP Full body camera standard low light
(without lens)  

2MP Full body camera Ultra low light
(without lens)  

2MP Full body camera Ultra low light
(without lens)  

12MP/4K
Full body camera 4K resolution
(without lens)  

Description

 EOL see IPC2122SR3-PF40B 

1/2.7" CMOS, ICR, 1920x1080:30fps, H.265/H.264/MJPEG, Triple streams, DC12V & PoE, 
IP66, Fixed lens (4.0mm, 6.0mm optional), IR range: up to 30m, IR anti-reflection window, 
Built-in bracket

1/2.9", 2MP CMOS, 4.0mm lens Angle of view(H): 76.6°H.265/H.264/MJPEG, Triple 
streams, DC12V & PoE, IP66, Fixed lens (4.0mm, 6.0mm optional), IR range: up to 30m, IR 
anti-reflection window, Built-in bracket

1/3" CMOS, ICR, 2592*1520: 20fps; 2560*1440: 25fps, H.265/H.264/MJPEG, Triple streams, 
DC12V & PoE, 120dB WDR, IP66, IR range: up to 30m. 3.6mm lens

1/3" CMOS, ICR, 2592*1520: 20fps; 2560*1440: 25fps, H.265/H.264/MJPEG, Triple streams, 
DC12V & PoE, 120dB WDR, IP66, IR range: up to 30m. 6mm lens

1/3" CMOS, ICR, 2592*1520: 20fps; 2560*1440: 25fps, H.265/H.264/MJPEG, Triple streams, 
DC12V & PoE, 120dB WDR, IP66, IR range: up to 30m. 12mm lens

1/2.9", 2.0 MP Starlight sensor, 4mm Fixed lens Angle of view(H): 76.6° Digital WDR, 
DC12V & PoE, IP66, IR range: up to 50m, Built-in bracket

1/2.8" CMOS, ICR, 1920x1080:30fps, H.264/MJPEG, Triple streams,  AC 24V & DC12V & 
PoE, 3D DNR, Corridor mode, ROI, Micro SD card slot, Alarm in/out 2/1, Audio, BNC 
output,  IP66, Manual 2.8-12mm Varifocal lens, IR range: up to 30m,NAA (Network-auto-
adaptability), Defog, IR anti-reflection window
1/2.8" CMOS, ICR, Max 4MP with 3MP @ 25fps, H.264/MJPEG, Triple streams,  AC 24V & 
DC12V & PoE, 3D DNR, Corridor mode, ROI, Micro SD card slot, Alarm in/out 2/1, Audio, 
BNC output,  IP66, Motorised 2.8-12mm Varifocal lens, IR range: up to 30m,NAA (Network-
auto-adaptability),Defog, IR anti-reflection window

1/2.8" CMOS, ICR, 2MP, H.265/H.264/MJPEG, Triple streams, DC12V & PoE, IP66, 3-6mm 
2X Motorised optical zoom, IR range: up to 100m, IR anti-reflection window, Built in 32G 
EMMC storage. Motorised Pan: 250°, Tilt: -50°--50°. 400 presets.

1/3" CMOS, ICR, 2592*1520: 20fps; 2560*1440: 25fps, H.265/H.264/MJPEG, Triple streams, 
DC12V & PoE, IP66, 4mm Fixed  lens, IR range: up to 50m, Built-in. 32G EMMC storage. 
Pan: 250°, Tilt: -50°--50°. 400 presets.

1/3" CMOS, ICR, 2592*1520: 20fps; 2560*1440: 25fps, H.265/H.264/MJPEG, Triple streams, 
DC12V & PoE, IP66, Fixed 6mm lens, IR range: up to 50m, Built-in. 32G EMMC storage. Pan: 
250°, Tilt: -50°--50°. 400 presets.

1/2.8" CMOS,  IP67, 2.8-12mm, motorised 4X optical zoom .265/H.264/MJPEG, AC 24V & 
DC12V & PoE, 120dB WDR,  Micro SD card slot, Alarm in/out 2/1, Audio, BNC output, , IR 
range: up to100m.Ultra low-light(Starlight)120dB WDR, IP67, 100m IR, Starlight

1/1.9" CMOS, ICR, 1920x1080:30fps,  H.265/H.264/MJPEG,   Triple stream,  AC 24V, 120dB 
WDR,  Micro SD card slot, Alarm in/out 2/1, Audio, BNC output, IP67, 6.5-143mm, 22X 
optical zoom, IR range: up to200m.Ultra low-light Starlight

1/2.8" CMOS, ICR, 1920x1080:30fps, 1280x720:30fps, H.264/MJPEG, Triple streams, AC 24V 
& DC12V & PoE, 120dB WDR,  SD card slot, Alarm in/out 2/1, Audio, BNC output, 
Zoom/Focus interface

1/1.9" CMOS, ICR, 1920x1080:30fps, H.264/MJPEG, Dual stream,  AC 24V & DC12V & PoE, 
120dB WDR, 3D DNR, HLC, Corridor mode, ROI, SD card slot, Alarm in/out 2/1, Audio, 
Zoom/Focus interface, Ultra low-light (Starlight), NAA (Network-auto-adaptability), Defog

1/1.9" CMOS, ICR, 1920x1080:30fps, H.264/MJPEG, Dual stream,  AC 24V & DC12V & PoE, 
120dB WDR, 3D DNR, HLC, Corridor mode, ROI, SD card slot, Alarm in/out 2/1, Audio, 
Zoom/Focus interface, Ultra low-light (Starlight), NAA (Network-auto-adaptability),Defog, 
WITH SFP fibre port

1/1.7" CMOS, ICR, 12 MP (4000×3000):20fps, 4K (3840×2160):30fps, H.265/H.264/MJPEG, 
Triple streams,  AC 24V & DC12V & PoE,  SD card slot, Alarm in/out 2/1, Audio, BNC 
output, Zoom/Focus interface,SFP Slot+RJ45, Optical Defog & Digital Defog,

https://surveillance.crkennedy.com.au/attachments/Product/27904/IPC542EDUC.tag.datasheet.pdf?ts=1467873183
https://surveillance.crkennedy.com.au/products/IPC542E-DLC
https://surveillance.crkennedy.com.au/attachments/Product/27905/IPC542EDUG.tag.datasheet.pdf?ts=1467873198
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