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Key Features

301 Series NVR(1 HDD)

Description

4-channel 1080P inputs, 4 PoE ports

4-ch, 1 SATA HDD,1-HDMI/1-VGA output, 1x USB 2.0,1xUSB 3.0, Mini 1RU, 1 x GigE, 4x PoE

4-ch 3
R 1x 2TB HDD installed ports
8-Ch 8-channel 1080P inputs, 8 PoE ports 8-ch, 1 SATA HDD,1-HDMI/1-VGA output, 1x USB 2.0,1xUSB 3.0, Mini 1RU, 1 x GigE, 8x PoE
o 1x 2TB HDD installed ports
e
16-Ch 16-channel 1080P inputs, 8 PoE ports 16-ch, 1 SATA HDD,1-HDMI/1-VGA output, 1x USB 2.0,1xUSB 3.0, Mini 1RU, 1 x GigE, 8x
e 1x 3TB HDD installed PoE ports
4-channel 1080P inputs - .
4-ch, 1 SATA HDD,1-HDMI/1-VGA output, 1x USB 2.0,1xUSB 3.0, Mini 1RU, 1 x GigE, 4x PoE
EENENNNN | 4Ch |4PoEports o
1x 2TB HDD installed 5
== 8-Ch 8-channel 1080P inputs, 8 PoE ports 4-ch, 1 SATA HDD,1-HDMI/1-VGA output, 1x USB 2.0,1xUSB 3.0, Mini 1RU, 1 x GigE, 8x PoE
1x 3TB HDD installed ports
| oo 16-channel 1080P inputs, 8 PoE ports 16-ch, 1 SATA HDD,1-HDMI/1-VGA output, 1x USB 2.0,1xUSB 3.0, Mini 1RU, 1 x GigE, 8x
1x 3TB HDD installed PoE ports
302 Series NVR(2 HDDs)
2 .
__ 8-channel 1080P inputs, 8 PoE ports - .
H 8-ch, 2 SATA HDDs,1-HDMI/1-VGA output, 1x USB 2.0,1x USB 3.0, Mini 1RU, 1 x GigE, 8x
8-Ch |2x HDD bays
PoE ports
1 x 3TB HDD
2 .
16-channel 1080P inputs
— . 16-Ch 16 PoE ports 16-ch, 2 SATA HDDs,1-HDMI/1-VGA output, 1 xUSB 2.0,1x USB 3.0, Mini 1RU, 1 x GigE, 16x
a 2x HDD bays PoE ports
1x 4TB installed
304 Series NVR(4 HDDs)
32-channel 1080P inputs
32-Ch 16 x PoE ports 32-ch, 4 SATA HDDs (Up to 6TB each), H264/H265, 1xVGA,2xHDMI (HDMI 2 supports 4k) ,
— 4x HDD Bays USB 2.0,1 USB 3.0,-10°( to 55°C, 2RU,2 x GigE Now includes 4TB installed
1x 41B installed
308 Series NVR(8 HDDs)
64-channel 1080P inputs 64-ch, 8 SATA HDDs (Up to 6TB each),4 x 4K@30, 8 x 4MP@20, 16 x 1080P@25, 32 x
— 64-Ch WITHOUT PoE - requires IP switch 720P@25,64 x D1
8x HDD Bays H264/H265, 1-HDMI/1-VGA output, HDMI 2 - 4k Maximum, 2 USB 2.0,1 USB 3.0,-10 °Cto
1x 3TB installed 55°C , 2RU, 2 x GE includes 3TB installed
516 Series NVR(16 HDDs)
s _
128-channel 1080P inputs
. N 128-ch, 16 SATA interface, 3U, H.265&4K, 4 Network interface, 2 SFP interface, RAID1,
WITHOUT PoE - requires IP switch ) ,
128-Ch ) . RAID5, Hard disk hot swap on front panel, Redundant power supply(optional), Up to 14
Real time recording and playback . L
HDMI output (optional), 2 miniSAS ports
16 HDD Bays
@ 4x HDMI outputs
) 64x720P
m 4-ch Decoder Card for NVR516 32 x 1080P
16 x 4AMP
8 x 4K
@ 6x HDMI Outputs
o 96 x 720P
v-----E 48 x 1080P
6-ch Decoder Card for NVR516 P
12 x 4K
-]
- 2U 8 HDDs Mini SAS Disk Enclosure ETA Late Feb
=
_ 3U 16 HDDs Mini SAS Disk Enclosure ETA Late Feb

Decoders

4 Output DVI Decoder

H.264 video compression, ONVIF conformance stream decoding, Video decoding up to
1080P, DVI-I output up to 1080P, compatible with HDMI/DVI-D/ and VGA Video input,
1/4/9/16 display split
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8 Output DVI Decoder

H.264 video compression, ONVIF conformance stream decoding, Video decoding up to
1080P, DVI-I output up to 1080P, compatible with HDMI/DVI-D/VGA HDMI and VGA Video
|input, 1/4/9/16 display split

Encoders

4-ch 960H Encoder

4 channel video and audio inputs, H.264 video compression, Full channel 960H real-time
encoding, Dual-stream
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16-ch 960H Encoder

16 channel video and audio inputs, H.264 video compression, Full channel 960H real-time
encoding, Dual-stream
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